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Type K PVC Extension Leads with Miniature Plug &
Socket (ANSI)

Click here to view product

Product Code XE-7024

General Description Good general purpose insulation for 'light' environments. Waterproof and very
flexible.

Cable Length 2M, 5M, 10M, 15M

Cable Type Flat Pair Construction

Connector Type Thermocouple Plug & Socket

Connector Size Miniature

Core / Strands 7/0.2mm

Conductor Cross Section 7/0.2 (mm2) |0.219

Outer Colour Yellow

+ Colour Yellow

www.labfacility.com | sales@labfacility.com

sales tel: +44(0)1243 871280



https://www.labfacility.com
https://www.labfacility.com/type-k-pvc-extension-leads-miniature-plug-socket-ansi.html
https://www.labfacility.com/accreditations
tel:00441243871280

LABFACILITY ~ Datasheet  ruew:

TEMPERATURE & PROCESS TECHNOLOGY

Red
Drain Wire No
Insulation Material PVC Insulated
Loop Resistance 7/0.2 (Ohms per 4.5
combined metre)
Max. Temperature +105°C
Min. Temperature -10°C
+ Conductor Nickel Chromium
- Conductor Nickel Aluminium
Screen No
Standards Met Colour code (cores & jacket) to ANSI MC96.1
Thermocouple Type K
Termination Type Miniature Thermocouple Plug and Socket
Tolerance Class 2
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