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General Purpose Digital Thermometer with optional
probes

Click here to view product

Product Code XE-3999-BUNDLE

Model GM1312 General Purpose Digital Thermometer (K,J,T,E,N,R/S)

Type K, J, T, E, N, R/S modes

Accuracy ± 0.4° C ± 1%

Resolution 0.1° C or 0.1°

Air Temp: Range 0-40° C (32-104° F)

Battery Supplied with 3 x AAA Battery

Function #1 MAX/MIN/AVG

Function #2 2 temperature channels: T1 / T2. Differential temperature measurement
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Function #3 Comes with rubber holster that protects the meter from impact Portable and compact
design

Function #4 Overload display alert if input exceeds the selected measurement range 

Function #5 Differential temperature measurement

Input Range - Type J -210°C to 1200°C   (-346°F to 2192°F)

Input Range - Type K -200°C to 1372°C   (-328°F to 2501°F)

Input Range - Type T -250°C to 400°C   (-418°F to 752°F)

Input Range - Type N -200°C to 1300°C   (-328 °F to 2372°F)

Input Range - Type E -150°C to 1000°C   (-238°F to 1832°F)

Input Range - Type R&S  0°C to 1767°C   (32°F to 3212°F)

Unit selectable ° C, ° F
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